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| Inspection Report
UST Compliance Inspection
DC Materials Company

25 Potomac Avenue SE
Washington, DC 20003

Telephone Number: 703-550-7650

Date ofklnspection: June 27, 2008

Facility Identification Number: 2000271

Facility Location:v 38° 52.257N, 077° 00.468W

EPA Representative:

ey

“Tank Owner:

Tank Owner Representative:

A

DaryyHudson

!

J

;

Daryl Hudson (Contractor), Chemical Engineer, 703-
633-1706 , _ .

'DC Materials Company

Thomas Foley, Supervisor, 703-354-7100 x 202
(office);- 571-437-1279 (cell)

Hil)o8

Date




| Background

On June 27, 2008, the United States Environmental Protection Agency (EPA), Region
3, Office of Enforcement, RCRA Compliance and Enforcement Branch, represented by
its contractor, Daryl Hudson of ERG, conducted a Compliance Evaluation Inspection
(CEIl) of DC Materials Company located at 25 Potomac Avenue SE in Washington, DC
to determine the extent of compliance with Subtitle | of the Resource Conservation and
Recovery Act (RCRA). '

Inspection Observations

Inspection Procedures. EPA Work Assignment Manager, Karen Bowen, contacted a
representative of this facility on June 24, 2008 to schedule an inspection of the facility.
Mr. Hudson conducted the inspection on June 27, 2008. Upon arrival at the facility, Mr.
Hudson provided his credentials to Mr. Thomas Foley, Supervisor, and explained the
scope and purpose of the inspection.-After completing the inspection, Mr. Hudson

- completed the Region 3 (UST) Compllance Checklist, which is included as Attachment
1 to this report

Tank Descrlptlons. The DC Materials Company facility has one UST (see Table 1)
which stores diesel. According to the facility’s notification to DDOE, the tank is steel
with fiberglass reinforced plastic (FRP) and the tank was: installed in February 1985.
Attachment 3 contains documentation showing that the tank is Buffhide (steel covered
with fiberglass). The tank has a fill port. According to the DDOE notification, the:tank

- supplies fuel to-the dispenser via flexible plastic double-walled piping. See the site
diagram sketch in Attachment 1 and Photographs #1 and #2 in Attachment 2 for an
overview of the facility.

Tank Release Detection. Releases from Tank 1 are detected by a Veeder-Root (VR)
TLS-300C monitoring system that conducts Automatic Tank Gauging (ATG). Any UST
alarms appear on the VR system located in.the concrete plant office. During the
inspection, the VR monitor indicated all functions were normal. No monitor certification
or inspection documentation was provided. Attachment 4 contains the VR monthly tank
leak detection monitoring records for 8 of the last 12 months. The monitoring results
show that the VR conducts monthly 0.2 GPH tank leak testing and that the tank passed
the test in each of the months where records were available. No test results were
provided for Tank 1 in November 2007, December 2007 January 2008, or February
2008.
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' Table 1
Underground Storage Tank and Piping Details for the DC Materlals Company

- Tank | Material Capacity Installation _Tank' Piping
No. Stored (gal.) Date - Construction | Construction
: - Material | = Material
1 " | Diesel 12,000 | 2/85 Steel W/FRP | FLEX DW

FRP — Fiberglass reinforced plastic.
FLEX — Enviroflex plastic.
DW — Double-walled.

Piping Release Detection. According to the DDOE facility notification, safe suction

~ double-walled piping was installed on Tank 1. The EPA inspector observed the transfer
pump on the tank to be located inside the fueling dispenser and one or no other check
valves were present in the transfer piping directly beneath the transfer pump (see
Photograph #3 in Attachment 2 — the union beneath the pump may or may notbea -
union check valve). The EPA inspector also observed the piping to be sloped back to
the tank

Releases from the double-walled plplng are detected by a liquid sensor located in the: -
manway access sump (see Photograph #4 in Attachment 2). The liquid sensor is
connected to the VR monitoring system. The liquid sensor was not tested during the -
ifispection because it was too deep in the manway sump to reach.

Spill/Overfill Prevention. The EPA inspector observed an overfill cutoff valve in the fill
pipe for the tank. The EPA inspector noted a spill bucket, which was observed to be in
good condition, surroundlng the fill pipe for the tank during the inspection.

Cathodic Protectlon The DDOE facility notlflratlon states that the tank at the facmty IS
composite (steel with FRP). Tank specification documentation in Attachment 2 shows
the tank at the facility is Buffhide (steel covered with fiberglass). The EPA inspector
observed all piping entering the ground to be double-walied Enviroflex piping.

‘Financial Assurance. The facility is guaranteed/insured throUgh Old Republic
Insurance Company (Policy Number MWZZ 50496). Attachment 5 contains proof of
financial assurance.

Used Oil. The EPA inspector did eot observe used oil tanks or drums at the site.

'Other USTs. The EPA inspecter did not observe any other USTs at the facility.
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Attachments

1. Region 3 UST Compliance Checklist
2. Photo Log -

3. Tank Material of Construction

4. Veeder-Root Monitor Printouts

5. Proof of Financial Assurance
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Attachment 1. Region 3 UST Compliance Checklist




Facility ID Number Z000Q ?.'(?‘

Leak Detection Inspection

Y Mo:tzf.avls 75 Polomac Ave. SE
20Box 509(0 Mst\tn?for\,bc, 20003

Number of Tanks at This Location:

spitmgfield, VA 22150

38952,25F N
| 077° 0. 463W

g

TR AT

&

If facnht?'haé;»more thah

* g

&5 WET
Tank Inforry |‘|,at|ori Completg for each tank

Or. additionl tanks

o t}anks photocopy page and complete mformatlon

- ‘W’x

éﬁ,% 5
f

§,
ke

(1]
Tank presently in use (circle) (Tank ) ' Tank 2

Tank 3

Tank 4

f not, date last used

f emptied, verify 1" or less of product in tampk

Vionth and Year Tank Installed

Feb 1985

X
X

: ) ] Tank - tee | w/FRP
Vaterial of Construction tank/pipe

Pip ping - nu pladt o, OM'

Capacity of Tank (in gallons) [2,600

Diese|

Substance Stored

i ED T 7

.A. Release Detection For Tanks

Check thé release detectlon method(s) used for each tank or N/A-if none

juired. [ ¥ ot
Manual Tank Gaugingb(tanks under 1,000 gal.)
Manual Tank Gauging and Tank Tightness|Testing
tanks under 2,000 gal.)
Tank Tightness Testing and Inventory Control
l\utomatic Tank Gauging /
vapor, Groundwater or Interstitial Monitoring
Other approved method (SIR) :
— - T Vi
.B. Release Detection For Piping ) Check the release detection method(s) used for
ing. ) )
Zheck Pressurized (P) or Suction (S) Piping|for 5
s3ach tank
Automatic Line Leak D.etectors, and check pne

Japor or Groundwater Monitoring

secondary Containment with Monitoring

-ine Tightness Testing

bmvl Hudson

(print name)
spector's Signature: Ah»y./{

certify that | have inspected the above named facthty on 0((’/2?/0 8

month/day/year

Date: 0(3/2‘7/0 8

'*wumew}a&m\ Mb ’bf\k is BL((’V]:CIQ ($'f€gf coled with ﬁ&yﬁ[q’ﬁ) .
&m.nohfﬁwhur\ Lum states Pi’t))‘wj 15 £leyible f’aﬁ}rc Jouble-walled.
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Facility ID Number ZOOOZ‘?’“
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, Leak Detectlon for Piping

3

Pressurized Piping

additional piping.

A method must be selected from each set. Where applicable indicate date of last tep
facility has more than 4 tanks, please photocopy this page and complete information

Set 1

]

Tank 2 Tank 3 Tank 4

Automatic Flow Restrictor

Automatic Shut-off Device

Continuous Alarm System

and

Set 2

Annual Line Tightness Testing

Interstitial Monitoring

If Interstitial Monitoring, documentation of monthly monit<J

ring is
available
Ground-Water or Vapor Monitoring
If Ground-Water or Vapor Monitoring, documentation of mpnthly

monitoring is available

Other Approved Method (specify in comments section)

Indicate date of most recent test.

Suction Piping.

Line Tightness Testing (required every 3 years)

Secondary Containment with Interstitial Monitoring

Ground-Water or Vapor Monitoring

Other Approved Method (specify in comments section)

No Leak Detection Required
(must answer yes to all of the following questions)

v’

Operates at less than atmospheric pressure

v~

Has only one check valve, which is located directly under

ump \r/

Slope of piping allows product to drain back into tank whe
released

N suct@/

All above information on suction piping is verifiable

520 peloww

On the back of this sheet, please sketch the site, noting all piping runs, tanks (including size and substances stoft

wells and their distance from tanks and piping.

Comments: ])DOE- nOf"’ﬁU'{’vﬁh '€~m~ 9}446 *H\;?'fgnk bas ﬁ:t(eswhpv\ Q)‘QM# : Z;_«;Q(&g obaservicd 1) Q;Qtng slga_ze/

back 4o the ‘("ank Z) Oumn located md»saem

3 L

el laustes

At mvormavmf bt o ch«i(wdve. "/aul +y n(u s pioss ide amy dorumentation ve;yl(mw Safcmﬁ‘m.

Date: ['ﬂ/ﬁ/a“?

Inspector's Signature: W /%bdza/




Facmty ID Number 20007’?/

ethod of tank tightness testing:

Idress of tank tightness tester:.

A
ease. complete all, lnform tl

i
oy A *M

( 14 ;please phptooom
- ~complet ,the lnformatlon for.all additional ta

g

—~+

Tank 2 Tank 3 Tank 4
te of last tank tightness test.
1 tank pass test? Indicate yes or no. If no, specifly in
mments section below the status of the tank or Wwhat
tions have been taken (e.g., has state been notifigd?)
rcuméntation of deliveries and sales balances With daily
:asurements of liguid volume in tank are maintained and
ailable,
‘erages or shortages are less than 1% + 130 gals bf tank's .
w-through volume.
10, which months were not? '
sase answer yes or no for each question: -
vner/operatof can explain inventory control methods and figures used and recofded. Yes [J . No [J
cords include monthly water monitoring. Yes [] No (]
nk inventory reconciled before and after fuel delivery. Yes [J No U
oks are reconciled monthly. | . Yes (] No (J
propriate calibration chart is used for calculating volume. © Yes O No OJ
spenser pumps are calibrated to within 6 cubic inches per five gallons. Yes O .. No(
e drop tube in the fill pipe extends to within one foot of tank bottom. Yes (O |. No (O
/ner can demonstrate consistency in dipsticking techniques, Yes U No (]
e dipstick is long enough to reach the bottom of the tank. Yes [ - ' No O
e ends of the gauge stick are f_lat aﬁd not worn down. Yes [ - No O
e dipstick is marked legibly & the product level can be determined to the nearest 1/8thYeghl No [
2 tank has been tested within the year & has passed the tightness test (if necegsary). Yes [ No O
hird-party certification. of the tank tightness test method is available. Yes [ . NoO
1k tester complied with all -certiﬁcation requirements. YesO | No O
nitoring and testing are maintained and available for the past 12 months. Yes [] No O

mments:

pector's Signature: %/%Mf‘ | ] _ Date: WL}Z/O@




Facmty iD Number 200027-1

b ST S et 2 T

Vapor Monltorlng

N/A

Name of monitoring device:

Date system installed Number of monitoring wells

Distance of monitoring well(s) from tank(s) (1) (2)

(3)

(4)

Site assessment was conducted by:

Location of site assessment documentation:

Please indicate yes or no for each tank, F’lease GOmplete all information for each tank. If facility has mote

‘tanks please photocopy this page and complete the information 1

additional tanks.

If so ~~ what is level?

Tank 1 Tank 2 Tank 3 | Tank 4
Well is clearly marked and secured.
Well caps are tight.
Well is constructed so that monitoring device is not rendered inoperdtive by
moisture or other interferences.
Well is free of debris or has other mdlcat[ons that it has been recentl checked.
| Please answer yes or no for each guestion
UST excavation zone was assessed prior to vapor monitoring systen| inalidtion. No [
One or more USTs is/are included in system. Yes [ No
If the system is automatic, check the following:
Power box is accessible and power light is on. Yes O No O
Documentation of monthly readings is available for last 12 months. Yes O . No O
1 Equipment used to take readings is accessible and functional. Yes O No (J .
‘ Vapor monitoring equ1pment has been cahb‘rated wnthln the last yearl Yes [] No [ .
If the system is manual, check the followmg ;v .
Documentation of monthly readings is available for last 12 months. Yes D No [
Equipment used to take readings is accessible and functional. Yes [ No [
Vapor monitoring equipment has been calibrated within the last year] Yes O No D‘
Porous material was used for backfill. Yes O No [
Wells are placed within the excavation zone. Yes O No
Level of background contamination is known. Yes [1 No O

On the back of this sheet, please sketch the site, noting all piping runs, tanks (including size and substances st

wells and their distance from tanks and piping.

Dre

Comments:

Inspector's Signature: ﬁ&ﬁﬁ/}/ /A/A’\/

Date MM




Facility ID Number_Z0Q0 Z7+(

Site Sketch/Photo Log
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s [ |
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Facility ID Number 2000241

Manual Tank Gauging N#4

Manual tank gauging may be used as the sole method of leak detection only for tanks of 1,000 gal. or fewer or ir
tank tightness testing for tanks of up to 2,000 gal.

Please indicate the number of the tank or tanks for which manual tank gauging is used as the main leak detectioh
1 & 4): . .

Please answer yes or no for each question

Records show liquid level measurements are taken at beginning and end of Yes O ° No O
period of at least ([Circle one] 36, 44, 58) hours during which no liquid is
added to or removed from the tank.
Level measurements are based on average of two consecutive stick readings at Yes O . No O
both beginning and end of period.. .
Monthly average of variation between beginning and end measurements is Yes O No 0O
less than standard shown below for corresponding size and dimenjsions of
tank and waiting time. -
Gauge stick is long enough to reach bottom of the tank. Ends of ghuge Stick Yes O No O
are flat and not worn down.
Gauge stick is marked legibly and product level can be determined [to the Yes OO No O
nearest one-eighth of an inch.
MTG is used as sole method of leak detection for tank. Yes O No [
MTG is used in conjunction with tank tig.htness testing. ' Yes O No O
Are all tanks for which MTG is used under 2,000 gallons in capacity? Yes [ No O
Are monitoring records available for the last 12 month period? . Yes O No O
- Check One: .Nominal Tank Tank Dimensions Monthly Standard Minimum Test
: . Capacity (in gallons) Duration
(injallons) ] .
() " 110-550 N/A 5 36 hours
() 551 - N/A 7 36 hours
: 1,000* ) :
() . . 64" diameter x 73" 4 . 44 hours
1,000* length ‘
() ) 48" diameter x 128" 6 58 hours
1,000* length :
() A N/A _ 13 36 hours
‘ 1,001 - : )
2,000*

* Manual tank gauging must be used in combination with tank tightness testing for tanks over 550 gal. and up Hc -

Comments:

R W/ -
Inspector's Signature: %%7 W/ﬂ"’/\/ . . Date: (/Z/?/ég
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Facility ID Number ZébO‘Z;H
Ground Water Monltorlng N/% b

ite System Installed:

stance of well from tank(s) (1) (2) (3) : (4

stance‘of well from piping (1) (2) . (3) _ (4).

‘e assessment was conducted by:

cation of site assessment documentation:

ease answer each question of each well If there are more than 4 wells, please phcitocop‘y this pe
complete the information for all additional wells.
Well 1 Well 2 Well 3 Well 4

ell is clearly marked and secured to avoid unauthorized
cess or tampering.
oll was opened and presence of water was obsegrved in
2ll at depth of ft. T
ease answer yes or no for each question
3lls are used to monitor piping. ‘ Yes [ No O
e assessment was performed prior to installation of wells. . - Yes [ No O
cumentation of monthly readings is available. . Yes [ ] No O
ecific gravity of product is less than one. " Yes [ No O

nductivity of soil between UST system and monitoring wells is not lgss than ¥e@10 No [,

cording to T
sundwater is not more than 20 feet from ground surface. Yes [ ‘ No O
2lls are sealed from the ground surface to top of filter pack. i Yes [ __No O
ntinuous Mmonitoring device or manual bailing method used can detect the prﬁsénce oftas (J . No O
st one-eighth of an inch of the product on top of groundwater in well. ]
Jundwater is monitotgdvianually on a monthly basis.

( )} Automatically (continuously or monthly basis [Circle onel).

eck the following if groundwvater is monitored manually: Bailer used is accesdible andYes [ ) No O
wctional. -
eck the following if groundwater is monitored automatically: Monitoring box |s operatheml[] . No [
ecked for presence of sensor in monitoring well. Yes 0O - No O

the back of this sheet, please sketch the site, noting all piping runs, tanks (including size and substances stof¢
dls and their distance from tanks and piping.

mments:

N N

pector's Signature: ﬂd/V(/ﬂMQ/ ' ' Date: é/z;tz/08




Facility ID Number 700024/

T

e lnterstltlal I\/Iomtormg 7

Manufacturer and name of system:

Date system installed:

Materials used for secondary barrier:

Materials used for internal lining:

Interstitial space is monitored (Circle one): automatically, continuously, monthly bas

is.

Please answer yes or no for each question

All tanks in system are fitted with secondary containment and interstitial monitoring| Yes 00 | No O N/A O
System is designed to detect release from any portion of UST system that routinely qo)rimiﬁk No [ N/A O
product. :

Monitoring method is documented as capable of detecting a leak as small as .1 gal./hrYesifl gtNeakt N/A O
a 95% probability of detection and a probability of false alarm of no more than 5%. '
Documentation of monthly'readings is available for last 12 months. Yes O [ No O N/A O
Maintenance and calibration documents and records are available and indicate appropresd] | No O N/A O
maintenance procedures for system have been implemented.

Monitoring box, if present, is operational. Yes | No O N/A O
If monitoring wells are part of leak detection system, Fnom‘toring wells are clearly mapikéesddd| No O N/A O
secured to avoid unauthorized access and tampering.

Interstitial space is monitored -manually on -monthly basis (answer the following Yes O | No O N/A O
guestion).

Equipment-used to take readings is accessible and functional. Yes [l | NoO | N/A O
Tank is double-walled Yes [J | No O N/A [
Tank is fitted with internal bladder to achleve secondary containment (answer Yes O | No O N/A [
the following question).

Bladder is compatible with substance stored and will not deteriorate in t.he presence|ofeldt | No O N/A [
substance.

Excavation is lined with impervious artificial material to achieve secondary Yes O | No O N/A O
containment (answer the following questions). -

Secondary barrier is always above groundwater. Yes [] No' [l N/A O
If secondary barrier is not always above groundwater, secondary barrier and monitorirYgsiEB;igFerBz N/A O
for use under such conditions.

Secondary barrier is constructed from artificially constructed material, with permeablliesd] | No O N/A O
substance < 10° cm/sec.

Secondary barrier is compatible with the regulated substances stored and will not degt¥eeraltd ifNo O N/A O
presence of that substance.

Secondary barrier does not interfere with operation of cathodic protection system. Yes [ | No (O N/A O

Comments:

N nad

Inspector's Signature: W%ﬁ\,

Date: [0/22/09




Facility ID Number ZOQOZ?'/

Automatlc Tank Gauglng

L oas Ty W iy o Vbt gaof
D

anufacturer, name and model nur'nbervof system: \lﬂ /ll&v 300 <

ease answer yes or no for each questlon M ’ '
avice documentation is avallable at site (e.g., manufacturer's brochlires, Yes O No E/
vner's manual).
3vice can measure height of product to nearest one-eighth of an ingh. Yes E]/ . No O
>cumentation shows that water in bottom of tank is checked monthly to Yes No O
rarest one-eighth of an inch.

beloLs | ¢
scumentation is available that the ATG was in test mode a minimym of once a Yes vd No O
onth. .
vecked for presence of gauge in tanks. ] ' Yes & No O
1ecked for presence of monitoring box and evidence that device is working (i.e., Yes v No O
wice is equipped with roll of paper for results documentation). .
~vner/operator has documentation on file verifying method meets minimum Yes vd No O
rformance-standards of .20 gph with probability of detection of 9”% and
obability.of false alarm of 5% for automatic tank gauging (e.g.. Its sheets
ider EPA' "Standard Test Procedures for Evaluating Leak Detectlor Methods").
1ecked documentatlon that system was installed, calibrated, and maintained Yes ' No O
cordlnq to manufacturers instructions.
aintenahce records are available upon request. ‘ ‘ . Yes & No O |.
onthly testing records are available for the past 12 months. Yes [ Sel;Ldow .. No vd
1ily monitoring records are available for the past 12 months (if applicable). Yes O | ° No O

- . bty o R . - ¢
ety .

mments: Fa(-l{‘{\/ D{oJ\d@J WnSqu/r(n+ f{yL 6{7—;/‘73 Jlu-J’WI TLI\( fonk ﬁgﬂJ “‘L Olzé‘ﬂh ff’ﬁl

VR pr infd_Showed mm#\/]gﬁd{'m and sing mf_t ELB_QHL" T wonths /m.ssme Moy 0? doc 0%, Jan.08

o Felo'0g) | . |
;pector's Signature: »M//%LA/Q/ Date: (//7}[08




_Facility ID Number -ZOOOz?/

o

Statlstlcal lnventory Reconcmatlon NA

-~ Ho a5y KR e i

Please complete all mformatlon for each“tank 1f ‘this- facmty has more than 4 tanks, please photocopy

& = "and complete the information for all additional tanks.

Documentation of deliveries and sales balances wit[\ daily
measurements of liquid volume in tank are maintained and
available.

Please answer yes or no for each question

Records include monthly water monitoring. ' e Yes [ No [
Tank inventory reconciled before and after fuel delivery. Yes O | No O
Appropriate calibration chart is used for calculating volume. Yes O No O
Dispenser pumps are calibrated to within 6 cubic inches per five gallons. | Yes [ No O
The drop tube in the fill pipe extends to within one foot of tank bottom. Yes O - No (J

Answer one of the following three:

1) Owner can demonstrate consistency in dipsticking techniques. " Yes O No (I
a) The dipstick is long enough to reach the bottom of the tank. Yes OO No (OO
b) The end of the gauge stick is flat and not worn down. Yes O No (I
c) The dipstick is legible & the product level can be determined to the nearest 148th inckes O No [

OR '

2) Automatic tank gauge is used for readings. Yes [ No [

| or

3) Other method is used for readings (explain in comment section below). Yes O ) No [

VA third-party certification of the SIR method is available. Yes O ‘ No OO

Monitoring and testing records are maintained and available for the past 12 months. Yes (O No (O

Comments:

A

Inspector's Signature: JA}W%A/L\/ Date: @/2#08




Facility ID Number 20002%/

T oy

SplII/OverﬁlI Prevention

(Fank D!

Tank 2 Tank 3 Tank 4
Are all tank transfers less than 256 gallons? Yes [J No V/ Yes [0 No O Yes [0 No O Yes [ No O
5pill Prevention .
s there a spill bucket (at least 5 gallons) or anotheNesQ(No O Yes [0 No OJ Yes [0 No O Yes [0 No O
levice that will prevent release of product to the y
:nvironment (such as a dry disconnect coupling)
K )%):n Rk '(?;‘,v! i
dDverfill Prevention .
Vhat device is used to prevent tank from being
werfilled? _
Ball float valve Yes (OO No I Yes (ONo O Yes O No O Yes O No [
Butterfly valve (in fill pipe) Yes EZ(NO O Yes O No I Yes O No O Yes [0 No O
Automatic alarm monitoring is used Yes LINo & | Yes O No O Yes [0 No J Yes [J No [
Other alarm system . YesONo[d - | YesONoUO Yes [1 No O Yes O No O

ES THE FACILITY HAVE A FINANCIAL ASSURANCE MECHANISM? YES V |/NO (PROVIDE COMMENTS AS TO COMPLIANCE

STATUS FOR 40 C.F.R. PART 280 SUBPART H. )

. ' . sz below.

e Cathodic Protection A/é?

Tank 1 Tank 2 Tank 3 Tank 4
Sacrificial Anode System
Fest resuits show a negative voltage of at least O} 8&¥dltdlo O Yes [0 No OO Yes [ No O Yes [ No O
using:theé tank and a copper/copper sulfate cell)?
Fhe last two test results are available. (Tests are | Yes O No O Yes [ No O Yes OO No O Yes O No O
‘equired every three years.) :
mbressed Current
Rectifier is on 24 hours a day? Yes [J No O Yes O No [ Yes [J No O Yes [0 No O
Fhe last two test results are available? (Tests ard Yes [0 No [ Yes O No O Yes.[O No O Yes [0 No U
‘equired every 60 days.) ) )
lest results show a negative voltage of at least 0| 8&e¥dltdlo [ Yes [ No O Yes [0 No O Yes [0 No O
using the tank and a copper/copper sulfate cell)?
Zomments: lll\Jé v/ £i ﬂW‘J }VW/ Iva s 4q(’X1b/€ Q/ddlc .

ed Buomgh

' ﬁ\su.rance Cbn’[ﬂaﬂv /po )cy:l'{://‘.WZf Y)‘W(é’)

Ne aﬁom'hc ﬁlagmtznrfohfw; was ObseMLJ MJ v JLQ[VC s ObSorwci m'f}x{ '( D:M

Date: JZ'#O 8

n af
nspector's Signature: ij}‘l W/




Attachment 2. Photo Log




JATE TAKEN: 06/27/08
"AKEN BY: D. Hudson

'HOTO #: 1

JOMMENTS: Site overview: View-

f fueling dispenser and UST.

IATE TAKEN: 06/27/08
'‘AKEN BY: D. Hudson

HOTO #: 2

‘OMMENTS: S1te overv1ew:

few of UST.

DC Materlals Company
- Washington, DC
PHOTO LOG

SITE LOCATION View of DC Materials Company fuehng
statlon looklng southwest.

\\

3
i

’ SITE LOCATION: View of DC Matenals Company fuehng
station looking northeast '




DATE TAKEN: 06/27/08
TAKEN BY: D. Hudson

PHOTO #: 3

COMMENTS: Diesel dispenser.

Suction pump located under
dispenser and check valve under

pump. .

DATE TAKEN: 06/27/08
TAKEN BY: D. Hudson

PHOTO #: 4

COMMENTS: Diesel UST
manway access sump showing
flexible plastic suction piping and
liquid sensor.

DC Materials COmpahy
Washington, DC
PHOTOLOG

SITE LOCATION: DC Materials Company fueling station




Attachment 3. Tank Material of Construction
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WTTATT, ST T

ko - BETHLEHMEM STEEL CORPORATICN

e 3N — s  BUFFALO TANK DIVISION
BALTIMORE, MD 21225
INYOICE INvOICE: - 1120-1427
CUSTOMER CODE:  923700-00 DATE: 11/21/85
PURCHASE ORDER: B-30908 11/7/85 CONTRACT: FBHO-1772
VIRGINIA CONCRETE INC SOUTH CAPITAL STREET
2l BOX 666 ) POTOMAC AVE SW
3k .SPRINGFIELD VA 22150 3 WASHINGTON DC
5 11/12/85 o= FATRFIELD MD o QUR WORKS
« TERMINAL CORP FREIGHT INCLUDED IN PRICE
’ UNITS DESCRIPTION UNIT PRICE  AMOUNT
1 8' @ x 32' 12,000 GAL BUFFHIDE TAMNK 6,774.00

3 HOLD DOWN STRAPS WITH TURNBUCKLES

6% DC TAX 406.44

'7,180.44

_&n)

Dyd¢.57

- REMIT TO P. O. BOX 1288, BUFFALO, NY 14240
PLEASE INCLUDE INYOICE NUMBER & CUSTOMER CODE ON REMITTANCE

TERMS:  30-1/2-10

CASH DISCOUNT: 33.87
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Presented to: =)
Virginia Co.ncrete Inc » 3
Box 666 ‘ 3
Springfield Va 22150 %\_/

It
H 7 DY

B

or a period of thirty (30) years from the date of shipment, if the material
and workmanship furnished to the Buyer shall fail, through no fault of
‘Buyer, and under normal usage and circumstances, whether due fo internal
! corrosion, external corrosion or structural failure, the Seller shall, at its
option, either credit or refund the purchase price, or repair or correct non-conforming
material or workmanship or replace such non-conforming material at the original point
of delivery. In no event shall Seller be liable for costs expended by Buyer and or others
, for any non-conforming material or workmanship, including costs expended in the
removal of any vessel, or for consequential damages of any type or nature whatsoever,
" in contract or in torts to anyone by reason of the fact that such material or workman-
ship does not conform to this contract or to any express or implied warranty.
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BUFFHIDE
.30 YEAR WARRANTY

——m & W By e F RS mLN (ar s W ARSI

Bethlehem Stee! Corporatzon 7

General Oftxce-
Box 2755:
Baltimore, MD 21225

1
f

The followmg Buffhlde Tanks

were sold to: -

Virginia Coﬁcrete Inc.

Box 666

U Springfield :'va 22150

v

These Tanks were manufactured to
Buffhide Specifications by:

Buffalo Tank Division -

1900 Frankfurst Ave
Baltimore Md

o Date Delivered

! Quantity | Size & Gauge U/L Serial #
11/12/85 l 1 12,000 gal - 1/4" gauge J254545

FBHO-1772

—

[f installed at different location than
above, give new information:

‘South Capital Street & Potomac Ave SW

Washington . DC

- Canafy‘- Custemar Copy Pink ;Manulacturér Copy

| hereby certify that the above
information is correct:

-Signed: (;é - é_% éé - ;5 £
a 't

Date: //" ,Z/- e
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D.C, MATERIALS
25 POTOMAC AVE SE
WASHI NGTON. DC

JUN 27, 2008 1:17 PM
INVENTORY REPORT

T 1:DIESEL

VOLUME = 5914 GALS
ULLAGE 6006 GALS

90% ULLAGE

4886 GALD
TG VOLUME 5

5899 GALS

LA S 1 1 (A T

HEIGHT 47,45 INCHES
WATER VoL 50 GALS
WATER 1.78 IMCHES
TEMP 65.4 DEG F

% & % x EMD % % % = ¥

D.C., MATERIALS
25 POTOMAC AVE SE
WAEHT

SHINGTON. DC

JUN 27, 2008 1317 BM
LEAK TEST REPORT

T 1:DIESEL

PROBE SERISL NUM 030574

MUST RECENT AVERAGED
TEST STARTING TIME:
JUN 22. 2008 11:30 BM

fi

. AVE LENGTH 2.0 HRS
AVG VOLUME = 8324.4 GAL

Ii

AYG LEAK TEST RESULTS
0.20 GAL-HR TEST PaSS

K Xk % X % END ¥ ¥ ¥ ® =

95
- PERCENT VOLUME = 6%.
)

TENK LEAK TEST HISTORY
T 1:DIESEL

LAST GRUSS TEST PASSED:
JUN 22, 2008 11:30 BM
STARTING VOLUME= 7457
PERCENT WOLUME = 2.1
TEST TYPE = STAMHDARD

LAST PERICDIC TEST PREs:
JUM 22, 2008 11:30 PM
TEST LEWGTH 2 HOURS
STARTING VOLUME= 8324

. PERCENT VOLIME = 69.4

TEST TYPE = STHNDSRD

FULLEST PERIODIC TES
PASSED EACH MONTH:

MAR 23. 2008 [[:30 PM
TEST LEWNGTH 2 HOURS
STARTING VOLUME= 7890
FERCENT WOLUWME = 5,13
TEST TYPE = STANDARD

AFR 20D, 2008 11:30 BM
TEST LENGTH 2 HOURS
STARTING VOLUME= 6325
PERCENT VOLUME = 52.7
TEST TYPE = STwNDARD

May 4. 2008 11:30 BM
TEST LENGTH 2 HOURS
STARTING YOLUME= 6859
PERCENT WOLUME = 57.2

-TEST TYFE = STANDARD

JUN 15, 2008 11:30 PM
TEST LEMGTH 2 HOURS
STARTING VOLUME= 9330
PERCENT VOLIME =  B2.8
TEST TYPE = STANDHRD

JUL 29, 2007 11:30 PM
TEST LENGTH 2 HOURS
STARTING VOLUME= TdTE
'PERCENT VOLUME = 62.73
TEST TYFE = STANDARD

AUG- 5. 2007 11:30 PM
TEST LENGTH 2 HOURS

STARTING VOLUME= 8519
PERCENT VWOLUME = 71.0
TEST TYPE = STANDARD

SEP 9. 2007 11:30 i
TEST LEWNGTH . 2 HOURS
STARTING WILUME= 7

1 (N

[

v
3

TEST TYPE = ETANDAR

OCT 28, 2007 11:30 PM
TEST LENGTH 2 HOURS
START I Mz VOLUME= 7218
PERCENT VOLUME = 60.2
TEST TYPE = BTANDARD
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CERTIFICATE OF INSURANCE (DISTRICT OF COLUMBIA)

Name: Co T .

- [name of each covered location] Vulcan Materials Company
Address: ~ 25Potomac Avenue SE
[address of each covered location) " Washington, DC 20003
Policy Number: : ’ MWZZ 50496

Endorsement (if applicable):
Perlod of Coverage: - | 1-1-08 to 1-1-09
Name of Insurer: Old Republic Insurance Company

Address of Insurer: 445 South Moorland Road
: Brookfield, WI 53005

Name of Insured: Vulcan Materlals Company

Address of Insured: 1200 Urban Center Drive
Birmingham, AL 35242

Certification:

1. 0Old Republic insurance Company, the Insurer, as identified above, hereby certifies that it has Issued
liabllity insurance covering the following underground storage tank(s): \

"UST Facillity 1.D. Number Number of UST(s) Name/Address of UST Facillty

1 Vulcan Materials Company
. - 25 Potomac Ave., SE
Washington, DC 20003

for taking corrective action and compensating third parties for bodily injury and property damage
caused by accldental releases in accordance with and subject to the limits of liability, exclusions,
conditions and other terms of the policy; arising from operating the underground storage tank(s)
identified above. o :

The limits of liability are $ 2,000,000 each occurrence
$ 2000,000 " annual aggregate,

exclusive of legal defense costs which are subject to a separate limits under the policy.

This coverage is provided under MWZZ 50496

date of sald policy is ‘ 4-1-08 to 1-1-09

Page 1 of 2




2. The Insurer further certifles the following with respect to the insurance described in Paragreph 1:

b.

d.

Bankruptcy or insolvency of the insured shall not relieve the Insurer of its obligations under the
policy to which this certificate applies.

The Insurer is fiable for the payment of amounts within any deductible applicable to the policy to
the provider of corrective action or a damaged third party, with a right of reimbursement by the
insured for any such payment made by the Insurer. This provision does nol apply with respect to
that amount of any deductible for which coverage is demonstrated under another mechanism or
combination of mechanisms as specified in §§6703 through 6710,

Whenever requested by a Diractor, the insurer agrees to furnish to the Drrector a signed duplrcate
onglnal of the policy and all endorsements.

Cancellation or any other termination of the insurance by the Insurer, except for nonpayment of
premium or misrepresentation by the insured, wili be effective only upon written notice and only
after the expiration of sixty (60) days after a copy of such written notice Is received by the insured.
Cancellation for nonpayment of premium or misrepresentation by the insured will be effective only

upon written notice and only after expiration of a minimum of ien {10) days after a copy of such .

written notice is recsived by the insured.

The insurance covers claims otherwise covered by the policy that are reported to the Insurer
within six (6) months of the effective date of cancellation or nonrenewal of the policy except
where the new or renewed policy has the same retroactive date or & retroactive date earlier than
that of the prior policy, and which arise out of any covered occurrence that commenced after the
pollcy retroactive date, If applicable, and prior to such policy renewal or termination date. Claims
reported during such extended reporting period are subject to the terms, conditlons, Ilmrts
Including limits of liabllity, and exclusions of the policy.

| hereby certify that the wording of this instrument Is |dentical to the wording in Appendix 67-4 of the UST
Regulations, (DCMR Title 20, Environment, and that the Insurer is licensed to transact the business of
insurance in one or more states.

[Slggure of authorized representative of Insurer]

Jodi Hartmann

{Name of person signing]

Senior Account Manager

Authorized Representative of Old Republlc lnsuranca Company

445 S. Mooriand Rd., Ste. 300, Brookfield, Wi 53005

[Address of Representative]
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